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1.2 EXTREME CONDITIONS

The Dual Mode Dynavector will function effectively under these
extreme conditions:

1.2.1 Supply Voltage

The nominal supply voltage is 270 VDC. However, operation can
be sustained continuously with the supply voltage in the range
of 200 VDC to 280 VDC. Transient variations of .1 second dura-
tion or less can swing between 125 VDC and 475 VDC without
damaging the Dual Mode Dynavector.

1.2.2 Supply Pressure

The nominal supply pressure is 20 PSIG (1.379 x 105 Pa). How-

ever, operation can be sustained continuously with the supply
pressure in the range 10 PSIG (6.895 x 104 Pa) to 30 PSIG (2.07
x 105 pa).

1.2.3 Air Temperature, Pneumatic Supply

TBe nominal air temperature range of the pneumatic supply is
O°F (-17.8°C) to 350°F (177°C). However, transient excursions
of 30 seconds duration or less can vary up to 392°F (200°C)
without damaging the Dual Mode Dynavector.

The highest bleed-air temperature on the T2-C aircraft is 415°F
(212.89C). This can be reduced to 350°F (177°C) by flowing
through a ten foot section of pnuematic tubing that is fitted
with air-cooling fins.

1.3 SURVIVAL WITH THE DUAL MODE DYNAVECTOR

The Dual Mode Dynavector provides the pilot with a fast-response
control system actuator with dual power options. Failure of pri-
mary electric power does not prevent the engine bleed air system
from continuing the actuator function. Failure of the engine
bleed air system does not prevent the primary electric power from
continuing the actuator function.

Wide variations in delivered electric power or pneumatic power
do not prevent the actuator from performing normally in the
closed-1loop control system. Abnormal power conditions are so
easily absorbed by the Dual Mode Dynavector's redundancy that
such problems might readily pass unnoticed by the pilot.
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Wide variations in the temperature of the engine bleed air do
not prevent the actuator from performing normally in a closed-
loop control application. Temperature swings from 0°F (-17.8°C)
to 350°F (177°C) do not produce detectable changes in perfor-
mance of the control system.

Aircraft survivability now has an ideal control system actuator
the Dual Mode Dynavector.

1.4 ADVANCED AIRCRAFT APPLICATIONS

Advanced aircraft, such as STOL/VTOL and other high-performance
mission fighters require dual-mode actuators which offer the
following. ...

compact packaging

easily-changed form factors

large angular control surface rotation

high dynamic performance

normal operation on poorly regulated power sources

high reliability

high survivability

The Dual Mode Dynavector meets these needs. For example, a
design now under consideration produces high output torque at
an outer member output ring. This leaves a 12 inch diameter
hole through the actuator which permits thrust vector exhaust
gases to exit through the actuator. Deflector vanes can be
mounted to the outer member output ring for thrust control in
a STOL or VTOL aircraft. The high-temperature environment in
such an application can te safely handled by the Dual-Mode
Dynavector without danger of fire or explosion in 3he actuator
system. Environmental temperatures as high as 824 F (440°C) |
are feasible for the Dual Mode Dynavector and 1832°F (1000°C)
temperatures are feasible for the Pneumatic Dynavector.

Another design now being reviewed provides high torques in a
small diameter, lightweight unit which would be suitable as a
hinge-line control surface actuator.
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1.5 OPERATION

The Dual Mode Dynavector consists of a pneumatic motor and an
electric motor housed within a single rotary actuator assembly.
The pneumatic motor is designed to operate on 20 PSIG pneumatic
power and the electric motor is designed to operate on 270 VDC
electric power. The pneumatic motor and the electric motor share
the same rotor, and when electric power and pneumatic power are
applied concurrently, the output torques produced by each add
geometrically. Thus, each motor powered singly develops 1500
IN-LBS of torque at 5 RPM output shaft speed. When full electric
and pneumatic power is supplied concurrently, the Dual Mode Dyna-
vector develops 3000 IN-LBS of torque at 5 RPM.

Pneumatic Motor

Figs. 1, 2, & 3 show the essential features of the Dual Mode Dyna-
vector. The electro-pneumatic valve (1) is controlled by a bi-
polar d.c. electrical current which is typically derived from the
control system error signal. The d.c. current drives a linear-
displacement torque motor (2) which in turn strokes the single-
stage spool valve (3). The spool valve provides modulated bi-
directional flow of pneumatic power from inlet (4), through the
pneumatic motor (5), then out the exhaust port (6). Reversal of
flow direction by the spool valve through the motor ports (7),
(8) reverses the direction of the pneumatic motor torque. Pneu-
matic force on the rotor (9) is converted by eccentric reaction
into a rotary torque.

Commutation slots on the rotor ends act with the manifold plate
(11) and the transfer plate (12) to transfer the air flow to
adjacent chambers as the rotor orbits. This in turn rotates the
pneumatic force vector so that the orbiting reaction of the rotor
continues.

Electric Motor

Electric current flows through three adjacent coils (13), (14)
(15). The magnetic flux lines crossing the air gap between

the stator (16) and rotor (9) result in a radial force vector
which attracts the rotor to the stator. This force is converted
by eccentric reaction into a rotary torque.

The nexF elect?ical step produced by the electric controller
deenergizes coil (15) and energizes coil (17) resulting in a

force vector rotation, and the orbiting reaction of the rotor
continues.

R s——E
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2.0 DISCUSSION

2.1 TRANSMISSION DESIGN

Ratio

Several factors must be considered in selecting the reduction
ratio of the epicyclic gears. The ratio for a pneumatic Dyna-
vector is usually selected to provide a maximum orbiting speed
of about 3000 rpm. Electric Dynavectors generally use a higher
ratio. The gear diameter should be as large as the space per-
mits to reduce the gear tooth stresses. For a given gear dia-
meter and diametral pitch only a few ratios can be obtained.

A computer study of gear tooth motion has indicated that 32
diametral pitch and 20° pressure should be used to minimize gear
tooth interference. A tooth difference of 3 between the ring
gear and pinion can be used to provide 3/64 inch eccentricity.

The eccentricity acts as a lever arm for converting the pole
forces to torque. If the eccentricity is very small, very little
torque will be developed. Also the epicyclic gearing will not
work if the eccentricity is too small. On the other hand,
increasing the eccentricity increases the air gap in the magnetic
circuit. Electrical power loss becomes excessive when the gap

is excessively large due to fringing and increased flux leak-
age. The number of ampere turns required for a given flux level
increases as the gap increases.

Previous experience has indicated that an eccentricity of 3/64

inch is the best choice for electrical performance of a motor
this size, and for a good gear design.

14
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The transmission form is shown in Figure 4. The reduction
ratio is given by

N

i aNq
Bpla Noily
where N1 = Number of teeth in ground gear
N2 = Number of teeth in ring gear-ground gear mesh
N3 = Number of teeth in ring gear-output gear mesh

N4 = Number of teeth in output gear
The ratios obtainable are listed in Table 1.
A ratio of 468.4:1 was selected. This ratio should provide

the specified torque and speed in both modes of operation.
The orbiting speed at the rated speed is

30 deg 1. rpm if
sec * © deg/sec X 468 = 2340 rpm

TABLE 1 - GEAR RATIOS

Diametral Pitch = 32
3 Teeth Diffecence

#1658 s Sy .82 &%
N2 63 68 67 6 65 64 63 .62
#3 65 64 64 83 €2 & s
Bl % 6 & % s o5 B
RATIO 468.4 345.7 454.1 440.0 426.0 412.4 399.0 385.8

o | 15
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22 STRESS ANALYSIS
The forces and moments acting on the rotor are shown in Figure
(505 The equations for summing forces and moments are
& - - - = 1
IF, E. Fgox Fggx pr 0 (2)
)24) F - F - F - F = (
ZMy my goy gey py 0 (3)
c’ Apr 5 BFgox i CFggx =8 )
z i - - = 4
My AF (A+B)F, - (A+C WE o™ O (4)

g The symbols used in this section are defined as follows.

F =
X

F
¥

M =
c

F
ggy

gox

goy

mx

F
my

Net horizontal force acting on the rotor

Net vertical
Moment about point C, the center of
the rotor

Moment about point P,
contacts the pin, as shown in Fig

Horizontal component of force acting
on the rotor at the ground gear mesh
point

Vertical component of force acting
on the rotor at the ground gear mesh
point

Horizontal component of force acting
on the rotor at the output gear mesh
point

Vertical component of force acting
on the rotor at the output gear mesh
point

Horizontal component of electro-
magnetic or pressure force acting

on the rotor

Vertical component of electro-
magnetic or pressure force acting
on the rotor

17

force acting on the rotor

where the rotor

in.

in.

1bs
1bs

lbs

lbs

1bs

1bs

lbs

lbs

1bs

lbs
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F - = Horizontal component of pin force on
p the rotor 1bs
F = Vertical component of pin force on the
py rotor lbs
A = Distance from center of rotor to contact
point of pin with rotor in.
B = Distance from center of rotor to output
gear mesh point in.
C = Distance from center of rotor to ground
gear mesh point in.
T = Torque in.1bs
Fgo = Output gear force lbs
B¢ = Torque efficiency
= Gear ratio
e = Eccentricity in.
Gm = Vector angle of force Fm deg

Fm is the force which causes the motor to have an output torque.
Fgg and Fgo are the reaction forces of the ground gear and the
output gear on the rotor. Fp is the reaction force of the pin
on the rotor. 1In this analysis all of the load is considered to

be taken by one pin.

The output gear force for the maximum stall torque of T = 4400
in-1bs. is o

F = T = 4400 = 4827 1bs.
g Bgocos 20 .970 cos 200

Foox = Fgo cos 20° = 4536 1bs.

Froy = Fgox tan 20° = 1651 1bs.

18

Perim o

o e s SR I G | Tl BN o e D S TR e PN




NADC 77001-60

The torque is given by

To = ng Re me

where n, = efficiency
R = gear ratio
e = eccentricity
F = _.IQ_
mx n_Re
t
me = 4400 = 415 1bs.
.48 x 470 x .047
{ me = me tan Om

From equation (4),

F = A F - A+B F

ggx ArC mx A+C goX

Fggx = 1.812 X 415 - 2.8276 x 4536

2.8745 2.8745
F = -42 -
ggx 00 1bs
= _F @ = 2 .
Fggy gex tan 20 1529 1bs

From equation

F =
pPx

F =
pPX

F =
px
From equation
F =
pr
py

F =
py

(3),

B F 52 (R
A BOX . g ggx

1.0156 x 4536 - 1.0625 x 4200

1.812 1.812

80 1bs.

(2),

me tan Om - Fgoy - Fggy

415 tan Om- 1651 - 1529

415 tan @m - 3180

et D Y e, AV T O TG PSR W
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F is negative for @ 1less than 83 degrees. When the sign is
nggative there is no vertical force component on the reaction
pin. The vertical force acts instead on the gearing.

Reaction Pin Stress

Since Om should never exceed 83 degrees, the pin force is
F =F = -80 1lbs.
p px

The reaction pin stress is given by

F
S, = 42
8 Ap where Ap = pin cross-section area.
The stress in shear is

SS = 80 = 2,899 psi.
0.0276

Yield strength of the reaction pin steel in shear is 65,000 psi.

Steady-State Gear Mesh Stress

The maximum steady-state gear mesh bending stress Sb is found
from the Lewis Formula,

Sb=.4_TQ_2.
Ybced

where To maximum stall torque,

4400 in-1bs.
(4) (4400) Y = Lewis form factor, 0.37
b - (0.37)(1.13)(0.16)(1.94;2 b = Face width, 1.13 in.

= Percent teeth driving
the load, 16%

d = Pitch diameter, 1.94 in.

70,000 psi L

]
]

Yield strength of the gear steel is 330,000 psi.

20
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I

o Inertia from Rotor to Output Gear

The moment of inertia of the actuator mechanism referenced to
the output gear is expressed by:

1 = |¥mp 2, IBB |, (RATIOM
o g 2
(R)“

The first term in the bracketed expression represents the kin-
etic reaction due to the eccentric orbiting motion of the rotor
The second term represents the kinetic reaction due to the rota-
tional motion of the gear mechanism. In this equation,

Wmp = weight of rotor, 1lbs.
= . 2
g = 386 inches/sec.
Ry = transmission ratio of ring rotation to
ground, 22

e = eccentricity, 3/64 inch

RATIO = overall actuator ratio, 468:1

IBB = inertia of ring gear, in-1b. sec.2
T L 2] . (RATIO)Z
o g (Rr)
1, vl digosfail®icr cpeand ), e

386 64 (22)2
1, = [.0000438 + .0000093 ] « (468)°2
Io = 11.63 in.—lb.-—sec.2

21
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Dynamic Gear Mesh Stress

Maximum gear mesh bending stress occurs when the crank arm im-
pacts a limit stop while slewing at maximum speed. The crank
arm, gearing and resisting members absorb the kinetic energy
of the Dynavector while stopping through .005 radian of arc of
the output shaft. Thus Gom = .005 rad as shown below.

Assume a simple harmonic motion of the output shaft upon stopping.

%

%.
AO ma

1 © = .005 rad
= om

initial
impact
on stop
4
/

wt (radians)

/
Under worst-case conditions, the output gear is rotating at
Vo max. = 10 RPM

= 1 rad/sec.

For simple harmonic motion

Oo = gom sin wt (5)
vo =d 0o = Qom w cos wt
dt

Maximum velocity occurs when cos wt = 1; this occurs at t =0 and,

v

o max.~ %m ® (6)
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Acceleration, d OO 9
A, = F o e gom w” sin wt

Maximum acceleration occurs when sin wt
wt = /2 and,

1; this occurs at

i 2
AO max = - Gom W (7)
from (6), VO TS gom w,
at 10 RPM, V0 fax. T 1 rad/sec.,
1 rad/sec = .005 radian x w
w = 200 sec.~1
from (7)
AO max. = - [.005 radian (200 rad/sec.)z]
e 2
Ao i X [ 200 rad/sec. ]

The worst-case loading on the gear mesh upon stopping is equal
to the maximum steady-state torque plus the maximum dynamic
torque at the output shaft.

H S R + 1 &
o 0O max. o o max.
where Té = (stall + energy
' torque), max.
To = 4400 + 12 (200)
To = 6800 in-1bs. T0 = stall torque, in-1bs.
Ao = max. output 2
deceleration, rad/sec
I = inertia of Dyna-
- vector ref. to 2
output gear, in-lb-sec
¢ 23
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The worst-case dynamic gear mesh stress based on the Lewis
Formula is

'

' = 4T
———tO
b Tped?
sg = (4)(6800)
: (0.37)(1.13)(0.16)(1.94)2
Sb = 108,000 psi

Yield strength of the gear maraging steel is 330,000 psi.

Dynamic Crank Arm Stress

The crank arm impacts the limit stop at a point 4 inches
from the output shaft centerline. The bending force

P = 6800 in-lbs. = 1700 1bs.
e 4 inches

The maximum deflection of the crank arm is

1 P L3 :
A = 3 X E?ax___ (8) where L = 4 inche<
PR S (4)3
= —x———_
3 10'x.06
3x10 x. moment of ingrtia,
i : I = .0833 bh
i < BELAEE I = .0833(7.5)(1)°
I = .06 in4

The maximum stress in the crank arm is

s, = Mc
b I

S. = 6800 x .5
b P

S, = 57,000 psi

Yield strength of the crank-arm steel is 110,000 psi.

24
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gom Calculation

From equation (8) above, the maximum deflection of the crank

arm upon stopping is A = .02 inch.
gom = A x 2T rad
circumf.
gom = .02 inch X 27 rad = .005 rad
2T (4 inches)
gom = .005 radian.

Ring Gear Stress and Deflection

The ring gear shear stress and deflection are given by

4 4
ol sl )
J = 32 1 O
Td
8g = 33
¢ = TL % 180
JG T
where di = inside diam., in.
d0 = outside diam., in.
G- = modulus of elasticity in shear, psi
J = polar moment of inertia, in.
L = length, in.
$ouilin g ospyogtas Lty v
32
8 = 4400 x 2.15 = 2718 psi
s 2 x 1.74
¢ = 4400 x 2.625  x 180 = .036 deg.
1.74 x 10.5x10° m

25
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Bearings

The actuator has two roller bearings supporting the output
shaft with a load of 2420 1bs. These bearings rotate at the
low speed of the output shaft. Torrington bearing HJ-142216
was selected for this application. The dynamic load rating
for this bearing is 4860 1lbs.

Two roller bearings separate the ring gear and rotor. These
bearings support a maximum load of 2860 1lbs. each and rotate
at the output shaft speed. The bearing selected for this ap-
plication, Torrington WJ-40416, has a 9110 1lb. dynamic load
rating.

The bearings selected have a safety factor of 2 or 3 and
should have a long life at the low speeds of this application.

2.3 ELECTRIC MODE

The computer program described in Appendix B was used

to compute torque-speed curves for the electric mode. The
correlation of this computer program with test data for the
Bendix Model EH-441-Ul motor is shown in Figure 6.

Stator Design

A stator length of 2.6 inches was selected for the Dual

Mode Actuator. It is theoretically possible to develop the
required torque with a shorter stator. However, more electri-
cal power would be required. Conversely, if the stator is too
long, the inductance of the coils will be unacceptably high and
the speed of the electric motor will be reduced. The 2.6 inch
length appears to be the best compromise between inductance and
power input.

Stator Voltage Waveform

The motor excitation voltage waveform used for this design is
shown in Figure 7. A high-voltage pulse is used for fast
current buildup. To develop maximum torque with the least pos-
sible current, the high-voltage pulse should be of duration to
just cause magnetic saturation at low speed. A computer simu-
lation indicates that this time is about 7 milliseconds. The
voltage is then reduced to the value that just maintains satu-
ration, then reduced linearly with time to a value of about

26
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- Bg= 10000 GAUSS
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O [ COMPUTER RESULTS i
a -2
AMPS
1 - L
i O o 3
0
100 ' 300
STEPS/SEC
1500 3000 4500
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FIGURE6 CORRELATION OF COMPUTER MODEL WITH TEST DATA
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5 volts at 180 degrees (3.14 radians) vector rotation. This
voltage waveform maintains a constant flux density for maximum
efficiency.

Torque and current at 30 deg/sec vs gear ratio are shown in
Figure 8 for 48% and 64% torque efficiency. An efficiency of

64% was obtained with previous Electric Dynavectors, and 48% is
the expected efficiency for the pneumatic mode. Torque increases
and current decreases as the ratio increases. The highest ratio
considered was 470, because higher ratios could reduce perfor-
mance in the pneumatic mode.

A reduction ratio of 470:1 gives an orbiting speed of 4008 rpm
at an output rate of 55 deg/sec. Previous experience has shown
that the pressure loading on the rotor will result in reduced
bearing life if the maximum orbiting speed is much in excess of
4000 rpm. The loading is different in the electrical mode and
higher speeds could be used for electrical operation only.

Figure 9 shows the effect of the number of turns per coil. Both
the torque and current decrease as the number of turns is in-
creased. However, the current decreases more than the torque.
Therefore, increasing the number of turns should improve effi-
ciency.

A ratio of 468:1 and 450 turns per coil were selected. The
torque-speed curve with these parameters, and 48% efficiency, is
shown in Figure 10.

The space available for the coil wires is 0.188 sq in. The wire
size selected, AWG 25, has the following characteristics:

dia = 0.0179 inch

circular mils = 320

turns per square inch = 2475
The space needed is

450 turns/2475 = 0.182 sq. in.

Therefore, the area available is adequate.

29
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At the specified maximum torque, 2200 in 1bs., the current is
14 amps.

Amps per coil = 14/8 = 1.75 amps/coil
320/1.75 = 183 circular mils/amp

At the rated torque, 1500 in lbs., the current is 10 amps, or
1.25 amps per coil.

320/1.25 = 256 circular mils/amp

30
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Previous Electric Dynavectors have operated continuously with
200 circular mils/amp. Therefore, heating of the Dual Mode
Actuator should not be a problem.

A Study of the Electric Mode Dynavector with 4 poles energized

in the holding phase, as in Figure 11, shows an unstable equil-
ibrium point (slope is negative). The rotor will stabilize at
either the pole on the left or the pole on the right of geometric
center (depending on load disturbance torques). This results

in a hysteresis of 45 degrees of orbiting motion or

_45 = .096 deg of output shaft motion
468.4

Such hysteresis could provide the basis for a limit-cycle os-
cillation and is therefore unacceptable.

Figure 12 shows the torque vs. rotation with 3 poles energized
in the holding phase. The geometric center is a stable equilib-
rium point. Therefore, the rotor will lock onto the geometric
center and hysteresis will be eliminated.

Rotor Design

The rotor design utilizes a solid (instead of laminated) steel
form that can be case-hardened to support the roller bearing and
reaction pin stresses. The solid steel rotor design costs less
to manufacture than the laminated steel rotor design since the
inserts and liners of a laminated structure are not required.

There is some decrease in efficiency due to the increased eddy
current flow in the solid steel. However, this increase in
eddy current flow is minimized because

a) high resistivity silicon steel resists current flow,

b) eddy current flow occurs only during servo action,

c) crowding of magnetic flux near the surface of the

rotor results in low flux density at the center of
the rotor,

d) 1laminated structure of stator restricts eddy current
flow.
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Rotor Power Loss

The flux density cycles from O to 15,000 gauss with amplitude of
7,500 gauss. The core loss of M-19 silicon iron 0.025 inch thick
at this amplitude and at 60 Hertz is 0.4 watts per pound. This
loss is approximately 1/3 eddy current loss and 2/3 hysteresis
loss. Eddy current power loss is proportional to frequency
squared; hysteresis power loss is proportional to frequency. The
rotor frequency at rated speed is 39.2 Hertz. The power loss

for a laminated rotor is

Pr=DLwi‘ <N>*2'“f

where Pr = power loss, watts

D = servo action duty cycle
L = power loss per pound
{ at 60 Hertz, watts
’ w = weight of rotor, 1lbs
; n = rotor frequency, Hertz
E N = 60 Hertz
| Pr = 0.15x0.4x8.29 } <3—g(') %42 (3 2)]

Pr = .29 watts

[ The eddy current loss for a solid rotor theoretically varies as
the square of the thickness. However, the rotor is not an ideal
flux generator, and the losses will be less than for an ideal
generator. The rotors of previous Dynavectors have demonstrated
an efficiency as an eddy current generator of 20%. Thus, the
eddy current power loss for a solid rotor is

2
mean_rotor thlck\ ; o g)
Pe <1am1nat10n thick/ it W[S (N, ]

where E = eddy current efficiency, 20%
P, = (.875 2 X 0.20x0.15x0.4x8.29(1 39 2) ]
.025 3
P = 17.3 watts
! e

The hysteresis power loss for the solid rotor will be the same as
for a laminated rotor, about 0.225 watt.
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Electric Mode Stiffness

The force developed by a pole has been determined by test to be
given by

F=3.75x 107 4,8,% 1bs.

where

(o)
]

air gap/flux density,Gauss

pole face area, in.2

Ce
n

The back torque TS is given by

Ts = eR IF sin ©

ny

where

=
]

t mech. efficiency

transmission ratio

The results of calculations for 3-pole energization and 4-pole
energization are shown in Figure 13. By definition,

Stiffness, KS = AT x 180
AO/R m

where

AT
A0

back torque, in.-1bs.
orbit displacement, deg.
transmission ratio
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AND 3—-POLE ENERGIZATION
FIGURE 13
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For 4-pole energization,

Stiffness, K 4529 x 180

s4 157468 o
Ks4 = 8 x 106 in.-1bs/radian

For 3-pole energization,

3600 x 180
15/468 =

Stiffness, KS3

6.4 x 10° in.-1bs./radian

KS3

2.4 PNEUMATIC MODE

The torque-speed curves for the pneumatic mode were com-

puted with the computer model described in Appendix A. Pressure
loss in the motor passages is not included in the computer model.
The passages were sized so that these losses would not be significant.

Computer Model Input Data

The pneumatic mode torque is given by

T =ntRDmAP
where
Ng = torque efficiency, 0.48
Dm = displacement, in3/rad
AP = differential pressure, psi
R = ratio, 468
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The displacement is
Dm = D eb
where b
b = rotor face width, in
Dv = vane chamber diameter
e = eccentricity

Inserting numerical values
Dm = 4.953 x 0.0468 x 3.1888 = 0.740 in3/rad
The differential pressure at the rated torque is

e 1500 ¥ :
g = " RD_ - 0.48 x 470 x 0.74 _ 9 Psi

The principal case drain leakage path is from the commutator
slot ends to the rotor inside diameter. Thus, the case drain
leakage area equals the commutator slot width times the end
clearance times the sum of the number of commutator feed slots
and one-half the number of commutator slots.

Aq = 0.125 x 0.0015 x 24 = 0.0045 in.>
There are two commutator slots for each chamber. The total
commutator flow area for the motor inlet flow is equal to two
times the maximum area for one chamber. Thus, the effective
commutator area is

A

” 4 x slot length x eccentricity

2

4 x 0.438 x 0.0468 = 0.082 in.

There are two cross port leakage paths. The first is from the
high pressure commutator slots to the low pressure slots. The
flow area equals the slot length times the end clearance times
the number of slots at upstream pressure. Thus

= = 2
Acpl 0.875 x 0.0015 x 16 0.021 in.
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The second cross port leakage path is across the ends of the
vanes. This leakage area is

Acp2 = 2 x vane height x end clearance
2

2 x 0.391 x 0.0015 - 0.0012 in.

The total cross port leakage area is then

2
A = +A = 0.021 + 0.0012 = 0.0222 in.

cp cpl “cp2

Computer Results

The pneumatic mode torque-speed curves for several valve areas

at 0 deg. F are shown in Figure 14. A valve area of 0.072 sq.
in. provides the specified torque and speed.O The effect of gas
temperature is shown in Figure 15. At 140 F there is about a

12% increase in speed.

The effect of reducing the end clearance to 0.001 inch is shown in
Figure 16. With the reduced clearance, the valve area can be
reduced to 0.060 sq. in.

The motor torque will be a little lower than shown in these
curves due to pressure drop in the motor passages. This pressure
drop is shown in the next section to be about 2 psi.

Figures 17 and 18 ' show the effect of reduced supply pressure.
These curves can be used to estimate the effect of line pressure
drop. A 2 psi line pressure drop is approximately equivalent to
lowering the supply pressure 2 psi.

Figure 19 shows the effect of of varying the commutator flow
area. It appears that reducing the commutator flow area 50%, to
0.082 sq. in., will result in more torque at 30 deg/sec., due to
the decreased leakage area. This would also reduce the total
flow, and thus would reduce the pressure drop in the passages.
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2.4.1 Pressufe Drop in Passages

The computer model for the torque-speed curves does not include
pressure drop in the motor passages. Due to the low supply
pressure, the motor passages must be sufficiently large to cause
little pressure drop.

The pressure drop in a passage is given by

2
- ¢ L 1 (¥
L (A>

where
A = flow area, sq in
d = diameter, in
f = friction factor
g = acceleration of gravity, 386 in/sec2
L = passage length, in
The air density is given by
powiB -t R
RT : 3
in
where
P = pressure, psi
£ R = gas constant, 640 in/oR
T = air temperature, %

The procedure is to assume a value for f, calculate the flow
and Reynolds number N and then find the correct value of
f from curves of f vs

R’
NR'
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From the computer results, at rated speed and torque:

Air flow = 0.01946 1b/sec

PV1 = 32.67 psi, o = 0.0000963 1b/in°
PM1 = 31.03 psi, p = 0.0000915 1b/in°
PM2 = 19.69 psi, o = 0.0000580 1b/in>
PV2 = 17.75 psi, p = 0.0000523 1b/in>

The calculated pressure drops are

PASSAGE DIAMETER LENGTH AP VOLUME
in in psi cu-in
Inlet 0.312 1.000 0.07 0.0764
Discharge 0.312 1.000 0.13 0.07¢4
Bypass-inlet 0.250 3.812 0.21 0.2383
Bypass-discharge 0.250 3.812 0.40 0.2383
Commutator manifold 0.312 4.950 0.10 0.4822
inlet 0.312 11.000 0.19 1.0700
Sum .10 2.1816

There is an additional pressure drop due to direction change
of the flow. This pressure drop is given by

RE U T LR
AP = b
2g

H

n number of 90 degree bends

There are approximately ten 90 degree bends. Therefore, the
pressure loss is

" 0.2 (0.01946)°2
e =2 4
12(0.52 x 10™%) (386) (0.312)

x 10 = 0.40 psi

Total pressure drop = 1.10 + 0.40 = 1.5 psi
Percent of motor differential pressure

1.5

=—1—2——9-§—x 100 = 11.6%
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The volume under compression is one-half the motor clearance
volume plus one-half the passage volume. Thus

One-half passage volume = 1.09 sq. in.
One-half motor clearance volume = 1.17 sq. in
Volume under compression = 2.26 sq. in.

2.4.2 Servovalve

A single state electro-pneumatic servovalve was developed for
this program.

Figure 20 shows the assembly drawing for this valve. The fre-
quency response is 25 Hz at 90 deg. phase shift. Rated torque
motor power is 2 watts.

The torque motor provides a * 0.015 in. stroke. The spool dia-
meter of 1.75 inches generates a maximum flow area,

Av = mDx = m@1.75)(.015) = 0.0825 in.2

51
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If the flow of 70°F air is sonic-limited by the valve,

W = .53 AcPy
;TR
where
W= .53 x .0825 x .75
z 43 W = flow, 1b./sec.
Y460 + 70 A = flow area, in.
i o : C = discharge coeff.
W= .05 1b./sec., 70°F air P1= upstream pressure, pgia
TR= temperature of air, "R

W = .053 1b./sec., O0°F air

W = .047 1b./sec., 140°F air

Thus, the valve control range adequately covers the gomputer—
rated air flow requirement of W = .01946 1b/sec., 70°F air.

One noteworthy feature of this valve design is that the spool is
connected to a drive rod which is guided by ball bushings. This
suspension method effectively eliminates many of the problems
that are associated with stiction and friction in pneumatic spool
valves.

An LVDT transducer, Schaevity 025 MHR, provides position feedback
information for the torque motor-spool position loop. This inner
servo loop acts to linearize and smooth the control action of the
servo valve assembly.
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3.0 RESPONSE

3.1 PNEUMATIC MODE

The block diagram for pneumatic mode response is shown in
Figure 21.

The open loop actuator transfer function, assuming the load
spring rate to be negligible, is

Sy b 1 (9)
Te i s(1 + 255 + L5%)
n wh
where
- SRR B
s T T3 Hm
o i
% 3 "Hism
J = Combined inertia of motor and load, in 1b sec2
T

an = Slope of torque-speed curve

The compressiblility time constant is given by

oT

o ka?ED )2
n

Dm = Actuator displacement, in 3/rad
k = Specific heat ratio, 1.4 for air
Po = Nominal pressure, psia
R = Transmission ratio
V = Volume under compression, in3
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The slope of the torque-speed curve, from Figure 22, is

9T _
== 3255
Substituting numerical values gives 1
T = (2.262)(3255) = 0.00176 sec.
(1.4)(24.7)(0.74 x 470)2
w, = 3255 = 300 rad/sec. = 47.75 Hz.
0.00176 x 20.47

]

(0.5)(300)(20.47)
3255

0.94

o]
[

The servovalve has a second order transfer function with a natural
frequency of 25 Hz. and a damping ratio of 0.7.

The open-loop and closed-loop frequency response of the actuator
with valve are shown in Figure 23.

The open-loop gain is given by

K =K 3T/3Av
. s aTéaK‘

From the computer study,3T/9Av = 71,600 in.-1b./in2. K_ equals
the open loop amplitude at 1.0 rad/sec. frequency, which is
46.77. Solving for the amplifier gain,

K, = 46.77 9T/dn_ = 46.77 3255
3T/3Av 71,600
K, = 2.13 in2
rad

The error signal for full valve opening is

€ =Av = 0.072 x 180 = 1.94 deg.
Ka 2.13 ™
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Pneumatic Mode Stiffness

The pneumatic mode stiffness varies with amplitude. The small
signal stiffness is

- i 1
K, = K, 33 = 2.13 x 71,600
K, = 1.525 x 10° in.-1b./rad

The stiffness at maximum amplitude equals the peak torque di-
vided by the error to saturate.

K. = 2200 = 6.5 x 10" in.-1b./rad
1.04

Electric Mode Stiffness and Synchronization

The electric mode stiffness with 3 poles energized and mag-
netically saturated is

K. = 6.4 x 10° in-1b/rad

s3
as shown in Section 2.3. Thus, the electric mode stepping-
motor stiffness is 40 to 100 times greater than the pneumatic
mode motor stiffness. Consequently the electric motor forces
will dominate the rotor movement and the pneumatic commutation
plates that are part of the rotor will then automatically syn-
chronize the pneumatic motor force vector to the electric motor
force vector.

Pneumatic Mode Torque Saturation

The ampli?ude at which pneumatic torque saturation will occur
is determined from the oven loop transfer function (9). Thus

_ _2Ts 1 : 180
® = 3F/9n ) 172 e
%9 + Im

where
Re = :%5 o . x306“2 w? = ~0.0062602
n
3 3
= Ww - e e A
Im 3 Y ~ 36000
w
n
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Figure 24 shows the amplitude at which torque saturation
occurs vs frequency. For frequency response testing to 20
hertz, the input amplitude should not exceed 0.5 degree peak
to peak.

3.2 ELECTRIC MODE RESPONSE

The linear block diagram for response in the electric mode is
shown in Figure 25.° Figure 26 shows a nonlinear block dia-
gram. The commanded step rate w_, which is actually the pulse
frequency, is proportional to thé& error signal €. Each pulse
provides full excitation to the motor coils. The torque devel-
oped is proportional to the torque angle @, which is the phase
angle between the commanded angle 6, and the rudder angle O,.
9T/9n, the slope of the torque-speed curve, accounts for

the decrease in torque with increasing speed due to the back
emf. The controller makes the effect of inductance negligible.

The actuator open loop transfer function, with the load spring
rate assumed negligible, is

wr _ 1
G, 14285, A gf
w 2
n W
n
where
2 =R 3T
o B e
t= 1 1 3T/%n
2% R aT/30,
J = Combined inertia of motor and load, in 1b sec2

R = Gear ratio

The actuator stall torque equals the maximum stall torque times
the sine of the torque angle.

T = Tq sin Ot

b
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Thus AT = TS cos O =T = 2200 in 1bs
== s
o, = 0

The slope of the torque-speed curve approximately equals the
stall torque divided by the no load speed.

dT _ 2200 in 1bs 2 180 _ 2991 in 1b sec

an 55 deg/sec m

The natural frequency and damping are then

w _/470 X 2200 _ rad _
n = ——?OT—— = 225 _sec 35.8 Hz.

The low damping indicates it may be desirable to use compensa-
tion. Figure T shows the open loop frequency response, the
open loop frequency response with compensation added, and the

closed loop frequency response. The compensation used was

+ 0.0025 S
+ 0.0054 S

1
1

Dynavector actuators generally have higher damping than indi-
cated by analysis, due to friction and eddy currents. There-
fore, the compensation may not be required.
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4.0 MATERIALS

4.1 MARAGING STEEL TYPE 18 NI 350

The ring gear and output gear will be fabricated from a high
strength, gall-and wear-resistant maraging steel. A process
specification for this steel is shown below. Yield strength
for this steel in tension/compression is 330,000 psi.

Process Specification, Maraging Steel

General

This process specification is intended for Maraging Steel Type
18 Ni 350 grade (or similar grade) billet, bar or sheet in the
as received condition and includes the machining sequences

necessary to provide finished parts within drawing tolerances.

Procedure

1) If the billet, bar or sheet is not in the solution annealed
condition, solution anneal at 1650 degree Fahrenheit for
one (1) hour and air cool to room temperature. Then solu-
tion anneal for one (1) hour at 1450 degrees Fahrenheit and
cool. Hardness should be Rockwell 'C' 30-35.

2) Machine the billet, bar or sheet forging to finish dimen-
sions, leaving only sufficient material to lap or dust
grind the part. Allowance must be made for shrinkage of
the part during the nitriding-aging process. Allow 0.001
in/in for shrinkage during aging.

3) Ultrasonically degrease in a trichlorethylene solution,
followed by a deionized water rinse. Prepare surface with
a 200 grain aluminum oxide blast, using air as the medium
to a light matte finish. Surface must not be contaminated
during this operation.

Nitride at 875-880 degrees Fahrenheit for forty-eight (48)
hours in 25-30 percent dissociated ammonia.
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S5) Harness to be:

Case Rockwell '""C' 66-67
Superficial Rockwell '15N' 92-93
Core Rockwell 'C' 55 MIN

6) Dust grind or lap to finish dimensions.

7) A test specimen of 3 inch diameter bar one and one-half
(1%4) inches long centerless ground and copper plated for
half the length to a thickness of 0.001/0.0015 inches shall
accompany the parts to determine hardness and case
characteristics.

8) Similar grade of steel: Teledyne VASCOMAX 350.

4.2 SILICON STEEL, 23 SILICON COMPOSITION

The rotor will be fabricated from 24 % silicon steel for optimum
magnetic properties, then case-hardened and nickel-plated for
wear and corrosion resistance.

Process Specification, Silicon Steel

General

This process specification is intended for an Electrical Steel
with a nominal composition of 2.5% Silicon. The material may
be received as a billet, bar, or sheet. This specification
describes the heat treat and machining sequences necessary to
provide finished parts within drawing tolerances.

Procedure

1) Machine the billet, bar or sheet forging to finish dimen-
sions, leaving only sufficient material to lap or dust
grind the part. Allowance must be made for .0003 inch
nickel plate.

2) Ultrasonically degrease in a trichlorethylene solution,
followed by a deionized water rinse. Prepare surface
with a grain aluminum oxide blast, using air as the
medium to a light matte finish. Surface must not be
contaminated during this operation. ~
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3) Carburize part in accordance with 1919225(PS) .018 to .020
inch thick.

4) Hardness, Case: Rockwell C60-64

5) Dust grind or lap to finish dimension allowing for .0003
inch nickel plate and final dust grind or 1lap.

6) Electroless Nickel Plate all surfaces .0003 to .0005 inch
per 1919253(PS).

7) Final dust grind or lap to finish dimensions.

8) A test specimen shall accompany parts to determine hardness
and plating characteristics.

9) Suitable grades of steel for this application are:

Allegheny Ludlum '""Relay No. 35"
Carpenter '"Silicon Core Iron B".

4.3 AISI M-19 TRANSFORMER C STEEL SHEET LAMINATE

The 8-pole stator will be fabricated from stamped 0.014 inch

thick M-19 steel sheet stock. This steel is pre-coated with an
electrical insulation.

Process Specification, Stator

General

This process specification describes the fabrication and assem-
bly of M-19 Transformer C silicon steel laminates into an 8-pole
stator. The material is received as stamped, insulation coated
0.014 inch thick laminates. This specification describes the
assembly and machining sequences necessary to provide a finished
part within drawing tolerances.

Procedure
1) Eight-pole stator laminations are stamped from

C-15 coated M-19 Transformer C silicon steel stock, 0.014
inch thick, then annealed at 1550 to 1650°F for one hour.
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Stack laminations in assembly jig to drawing dimensions and
clamp tightly.

Vacuum bond lamination stack using Chrysler Chemical Division
Cycleweld 55-9.

Grind inside diameter of assembled stator to pre-finish
dimensions.

Assemble bobbin-wound coils onto stator poles and run hook-
up wires in accordance with assembly drawings.

Preheat stator assembly for one hour at 110°C.

Impregnate coils and pole structure with Dow Corning Sylgard
182, making sure all voids are filled flush. Cure at 110°C
for 2 hours.

After air cooling to room temperature, finish grind inside
diameter to drawing dimension.

Suitable grade of steel for this application is:

Allegheny Ludlum "A-L M-19 Transformer C".
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5.0 RELIABILITY

A reliability prediction was performed on the Dual Mode Dyna-
vector Actuator in accordance with MIL-STD-756A to provide a
computed reliability estimate of the equipment Mean-Time-
Between Failures (MTBF). The analysis was performed, utilizing
an airborne uninhabited environment and two conditions of
altitude:

CONDITION I - Component Ambient Temperature of 71°C (160°F)
(45,000 ft. altitude oreraticn)

CONDITION II - Component Ambient Temperature of 121°C (250°F)
(30,000 ft. altitude operation)

A}l piece parts were considered to be part of a series configura-
tion. The total equipment failure rate and resultant MTBF were,

thirefore, computed by adding the individual piece-part failure
rates.

A?tached as Tables 2 and 3 are tabulations of the individual
plece-parts, quantity used, calculated failure rate and the
data sources. Failure rates generated for the individual items
are based on standard data sources and Bendix experience, and
represent a fifty percent (50%) confidence level. A summary of
the reliability estimate and design goal is indicated below:

PREDICTED
MEAN-TIME
PART TOTAL BETWEEN
AMBIENT FAILURE FAILURES DESIGN GOAL
CONDITION UNIT TEMP. RATE (MTBF) MTBF
1 Dual Mode 7108 40.6899 24,576 20,000
( 45,000 ft.) Electro- (160°F) ppmh Hours Hours
Ait *’ Pneumatic
v Actuator
11 1212c 85.0959 11,751 2,500
(250°F) ppmh Hours dours

(30,000 ft.)
Alt.
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TABLE 2.

RELIABILITY FAILURE RATE PREDICTION
FOR THE
DUAL MODE DYNAVECTOR ACTUATOR - CONDITION I

TEMPERATURE 215385) ENVIRONMENT-AIRBORNE UNINHABITED
Total
Failure Failure
Rate Rate Failure Rate

Part Type Qty. A (ppmh) (A. Qty) Data Source

Roller Bearings 4 .284 1.136 1A
Torquer Motor,
Brushless, DC 1 10.4575 10.4575 1B
Motor, Stepper,
Brushless 1 8.68 8.68 2A |
(pneumatics |

included) ;
Gear Passes, |
Spur, Epicyclic 3 .0202 .0606 5 E
LVDT (Solenoid |
Type) 1 14.22 14.22 2B
RVDT (Synchro
Brushless) 1 2.358 2.358 2C
Valve, Spool 1 2.89 2.89 3
Needle Bearings 2 .284 .568 1A
Connector (12
& 16 Pin) 2 .1587 .3174 4
Terminal Board 1 .0012 .0012 2D _
Connections, 5
Solder 10 .00012 .0012 2E 1

Total Failure Rate - 40.6899 ppmh
Mean-Time-Between-Failures (MTBF) - 24,576 Hours

PUTE———
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5 TABLE 3
' RELYABILITY FAILURE RATE PREDICTION
FOR THE
DUAL MODE DYNAVECTOR ACTUATOR - CONDITION II
TEMPERATURE - 3%1°¢ ENVIRONMENT-AIRBORNE UNINHABITED
250°F
( ) Total

Failure Failure

Rate Rate *Failure Rate
Part Type Qty. A (ppmh) (A. Qty) Data Source
Roller Bearings 4 .284 1.136 1A
Torquer Motor,
Brushless, DC 1 10.4575 10.4575 1B
Motor, Stepper,
Brushless 1 8.68 8.68 2A
(pneumatics

included)
Gear Passes,
Spur, Epicyclic 3 .0202 .0606 5
LVDT (Solenoid ;
Type) 1 55.80 55.80 2B g
RVDT (Synchro
Brushless) 1 5.184 5.184 2C
Valve, Spool 1 2.89 2.89 3
Needle Bearings 2 .284 . 568 1A
* Connector (12

& 16 Pin) 2 .1587 .3174 4
Terminal Board X .0012 .0012 2D
Connections,
Solder 10 .00012 .0012 2E

Total Failure Rate - 85.0959 ppmh
Mean-Time-Between-Failures (MTBF) - 11,751 Hours

* Connectors remain at 71°C-
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FAILURE RATE SOURCE

RADC Non-Electrical Reliability
Notebook (RADC-TR-75-22), dated Jan. 1975

A) Pg. 2-40
B) Pg. 2-171

MIL-HDBK-217B, dated Sept. 7, 1976

A) Pg.
B) Pg.
C) Pg.
D) Pg.
E) Pg.
F) Pg.

DN DN

.8.1-10
.9-1
.8.3-1
.12
.13-2
.11-1

AVCO Reliability Handbook, AVCO Lycoming

Corp.

MIL-HDBK-2178, dated April 1970

Pg. 3-73 through 3-81

Bendix-Operational Reliability Failure
Rate Report, RE-6886
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6.0 MAINTAINABILITY

A maintainability analysis has been performed on the Dual Mode
Dynavector in order to determine a design estimate in terms of
Mean-Maintenance Man hours per Flight Hour (MMH/FH) and Mean-
Time-To-Repair (MTTR). A description of the analysis performed
and a breakdown of the task times to perform organizational
level maintenance and item replacement at the Intermediate level
are presented in Tables 4 and 5. A summary of the analysis
results and design goals is indicated below.

Design Goal .
Maintenance Predicted
_ Level MTTR MMH/FH MTTR MMH / FH

Condition I:

Organizational - - .62 Hrs. .000075
Intermediate - - 1.35 Hrs. . 000165
Total 2.0 Hrs. .03 1.97 Hrs. .000240

Condition II:

Organizational - - .62 Hrs. .000157
Intermediate - - 1.23 Hrs. .000315
Total 2.0 Hrs. .03 1.85 Hrs. .000472

All maintenance on the equipment will be unscheduled. Mainten-
ance can be performed by one man so MTTR equals MMTR. Calcula-
tions for MMH/FH are based on a maintenance rate of 2.0, the
failure rates determined by the Reliability predictions (Condi-
tion I and Condition II), and an operating hour per flight hour
ratio (OH/FH) of 1.5.
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QUANTITATIVE DATA SHEET DESCRIPTION

The following Quantitative Data Sheets are used to present the

times that would be required to perform each task required for

maintenance. These task times then combined and used in further
calculations of the mean-time-to-repair.

An explanation of the columnar headings follows:

1) Item/Part Number - Used to identify the replaceable unit.

2) Qty. - This shows the number of items of this type in the
system, so located, physically and functionally, as to have

the same task times.

3) Task Time, Hrs. - This shows the amount of time in hours
estimated to perform a task. These tasks are:

TP Test Preparation
TS Trouble Shooting
DA Disassembly

RR Remove and Replace
RA Reassemble

AC Adjust/Calibrate
FT Functional Test

SS Secure Setup

4) Total Time (T) - This is the summation of the task times in
hours for each item.

5) Failure Rate - This appears in two columns. The first is
the reliability failure rate of maintenance rate in parts
per million hours for one item. The second column indica-
test the quantity of items associated with that failure rate.

6) T x A x Q - This column is the mean elapsed time in hours per

million operating hours to perform the task. This column is
summarized and used in the calculation of MTTR and MMH/OH.
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Sample calculations and applicable formulas used in the analysis
are as follows for Condition I:

Organizational Level

Maintenance Data read directly from table

ITx A xQ 8

25.0243 x 10~ .
.0000250 MMH/OH 3
.615

MTTR

Intermediate Level :

Summations from Data Summary Table

System Repair

:f x Q= 40.6885 x 10°6
T x A x Q)= 54.9808 x 1078

Mean Time to Repair (MTTR)

T (T xi x@) ;
A X Q

54.9808 x 107° 4
40.6885 x 10-6 !

1.35 Hrs.

Mean Maintenance Man Hours per Operating Hour

E(Tx X +Q) x 106
= .000055 MMH/OH
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Convert to Flight Hours and at a frequency based on Mean Time
Between Maintenance actions.

1.5
2.0

OH/FH
MR

MMH/FH = Z(T x A x Q) x OH/FH x MR

Organizational Level = .000075
Intermediate Level = .000165

The values for Condition II MTTR, and MMH/FH were calculated
as above but using the figures from Table 5.

81
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APPENDIX A
COMPUTER MODEL OF DYNAVECTOR ACTUATOR

A flow model was constructed for the servovalve-Dynavector motor
combination and was programmed on a digital computer. By means of this
routine, the pressure and flow characteristics of the valve and motor
were determined for any specified operating condition. The approach was
sufficiently general to allow a broad range of servovalve-motor designs
to be investigated.

The pneumatic Dynavector actuator flow model determines the pres-
sure drops, motor and leakage flows, and output torque for a given supply
pressure and motor displacement and an assumed speed and valve opening.
The model is depicted in Figure A-1l. Leakage from the motor commutation
ports is represented by orifices Ag; and A ., in the figure. The leakage
area from the high-pressure ports to ambieng is essentially one-~half the
motor circumference multiplied by the total axial clearance between the
ring gear and the manifold plates. The area of the leakage path from the
low pressure side of the motor to ambient is determined likewise. The
cross-port leakage area of the Dynavector actuator is the product of the
total periphery of the exhaust slots and the total axial clearance be-
tween the ring gear and manifolds. The motor commutation area, A., is
determined directly by the commutation slot dimensions and the number of
chambers. The motor is represented in terms of its displacement, D,, and
the working flow is denoted Wyp. Cross-port leakage in a well-designed
servovalve is very small and consequently is ignored in the flow model.
Also tending to justify this assumption is the fact that the servovalve
lands are generally underlapped to achieve linearity and high gain about
the on-center spool position.

The equations for describing the operation of the servovalve-
Dynavector motor combination are written directly, using the pneumatic
orifice flow equations and node equations for the flows. The symbols
are defined in Table A-1and the equations are:

P
ccpAf(L)
d 2 v2 v 1 Pvz

W o= (A‘l)
r V?
ch o "t =2y
w T v

PnZ i <2 P (A-3)

2

G, C.h ¢ (—"—)
d 2 & 1 l’n2
A-1
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Table A-1 - Servovalve-Dynavector Motor Torque-Speed Curve Parameters

Parameter Definition
Ac Dynavector motor commutation area - 1n2
Av Servovalve metering area - inz
cpm Dynavector motor cross-port leakage area - in2
All High pressure motor leakage to ambient area - 1n2
ALZ Low pressure motor leakage to ambient area - inz
Cd Orifice discharge coefficient
€, | Thermodynamic constant for the working fluid - °R1/2/sec
Dm Dynavector motor displacement relative to output shaft -
in3/rev
fl Compressibility function for flow of working fluid through
an orifice dependent on ratio of pressures across orifice
n Dynavector motor torque efficiency for pressures measured
directly across chambers
éo Output shaft speed - rad/sec
Pml (sz) High (low) motor pressure - lb/in2
Pvl (PVZ) High (low) servovalve pressure - lb-in2
Pa Ambient pressure - lb/in2
P’ Supply pressure =~ lb/in2
Gas constant for the working fluid - in-1b/1b - °R
T | Temperature of the working fluid - °R
To Dynavector motor output torque - in-1b

e g S .y B

A-3
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P

a
Dy Cr P £y |5
- m2

(T N

(A-4)

(A-5)

(A-6)

(A-7)

(A-8)

(A-9)

(A-10)

(A-11)

These equations are solved iteratively until the flows and pressures

balance and then the output torque is computed from

TO-ZID.n(P-l-.z)

(A-12)

e




NADC 77001-60

The algorithm for solution of the flow model equations is shown in the
flow diagram of Figure A-2,

The algorithm was programmed in a very general manner to maximize
its usefulness as a design tool. In addition to the input parameters
given in Figure A-2 the temperature and other thermodynamic properties
of the working fluid may readily be changed. A four-way servovalve was
assumed and provisions were made for individually selecting supply and
return land areas and their degree of underlap. For convenience, ror-
malizing values for speed and torque are computed from the input supply
pressure, motor displacement, and valve area. The normalizing values
are theoretical maximum values; for computing normalizing speed, 6y it
is assumed that there is no leakage and that the entire pressure drop
from supply to ambient occurs across the motor, or:

P

v
, R-\ch 24 fH T +7
6= N (a-13)

n 2n D
m

The normalizing torque value is based upon 100 percent torque efficiency
and the assumption that the full pressure drop occurs across the motor,
or: .

Tm = 2n Dm (P8 = Pv) (A-14)

The program requires, in addition to the input parameters already men-
tioned, percentage values of normalizing speed and valve opening. A
sample printout with legends added is shown below; the data are for valve
areas of 0.1 in2, 0 percent land underlap, 155 psia supply pressure,

14.7 psia ambient pressure, and a motor displacement of 180.0 in3/rev.
The: commutation, leakage to ambient, and cross-port leakage areas are:
0.100, 0.00275, 0.00267 in2, respectively.

NORMALIZING VALUES ARE

SPEED RAD/SEC=, «2571E+82 TORGUE LB-INCH= <40 19E+04 =TW
PERCENT MAX AREA= < 1000E+03
Al A2 A3 A4

«1000E+00 <0000E+00 < 1800E+00 <0200E+00
PERCENT SPEED= < 2500E+82

Py, * 1S13E+03 Ry, ¢ 1474E+03 Py S3IBRE+22 Py *4341E+02
we +1088E+00  wi;+ 1089E+00  wpyB7SSE-02 ' .9018E-02
WR +965SE-01 \tz96555-01 VWN91095'°l VWuU329°E°°2
To +2682E+04  O{TN.66T4E+D2 ~

e S T P T - "
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INPUT:

Ar Ap Agye A gy Py Pos O 6

!

PiCK P o

<l

Y

CALCULATE:

W Pz W Wi * W) INCREMENT P

|

meK e, ,

i

INCREMENT P_

CALCULATE:

W W W s W)

CALCULATE:

Wor Wepe Py WPy (FROMW,)

Figure A-2- Algoritham for Solution of Flow-Model Equations

4= CALCULATE: 7°
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High accuracy is achieved in the routine by using a half-interval search
in the iterations.

A-7
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